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PORTABLE TRANSISTOR DIMMER 

1.3kW / 2.3kW 

 

 

 

Main Features 

 A compact single channel dimmer with new 

noiseless MOSFET transistor technology 

 In comparison to the standard thyristor or 

triac dimmers, the MOSFET reverse-phase 

technology provides: 

 Automatic electronic protection against 

short-circuit and accidental overload 

 No acoustic noise 

 The peak currents on the overshoot at the 

rising edge are not present 

 No minimum load restriction 

 Elimination of the size and weight 

 Smooth and gentle light intensity control by 

rotary potentiometer 

 DMX512 control of light intensity possibility 

through standard XLR-5 connectors 

 DMX Start Address setting 

 LED for power on (lighting) and presence of 

a valid DMX signal (blinking) indication 

 Convection cooling without ventilator 

 Easy to use mounting bracket 

 Dimmer meets the European standards: 
EMC emission: EN 50081-1, EN 50081-2 and 

prEN 55103-1 E2,EN 55022, EN 55014 

EMC immunity: EN 50082-1, EN 50082-2 and 

prEN 55103-2 E2 

 

Technical Specification 

 TDX13 TDX25 

Supply Voltage 230V / 50Hz+N+PE 

Max. Supply Current 6A  10A 

Maximal Load 1.3kW  2.3kW 

Max. provozní teplota  35°C 

RFI Suppression  EN 55014 

Digital Input and Thru  DMX512/1990 

Dimensions (HxWxD) 70x140x145mm  70x140x180mm 

Weight 0.8kg  1kg 

 


